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Abstract

This submission contains the required normative text that needs to be added to Tge Draft 11.0 for the addition of the compliance module for QoS. Editorial instructions are provided in bold italics.  Three editorial instructions are provided – change shows change to text through underlined insertions or strikethrough deletions, Insert adds text to the draft and delete removes text from the draft.

In “Compliance Statements” of Annex D, change the dot11Compliance as follows:

dot11Compliance MODULE-COMPLIANCE


STATUS current


DESCRIPTION



"The compliance statement for SNMPv2 entities that implement the IEEE 802.11 MIB."


MODULE -- this module


MANDATORY-GROUPS {



dot11SMTbase46,



dot11MACbase2, dot11CountersGroup2,



dot11SmtAuthenticationAlgorithms,



dot11ResourceTypeID, dot11PhyOperationComplianceGroup }

In “Compliance Statements” of Annex D, change OPTIONAL-GROUPS as follows:

-- OPTIONAL-GROUPS { dot11SMTprivacy, dot11MACStatistics,


-- dot11PhyAntennaComplianceGroup, dot11PhyTxPowerComplianceGroup,


-- dot11PhyRegDomainsSupportGroup,


-- dot11PhyAntennasListGroup, dot11PhyRateGroup,


-- dot11SMTbase3, dot11MultiDomainCapabilityGroup,


-- dot11PhyFHSSComplianceGroup2, dot11RSNAadditions, 


-- dot11RegulatoryClassesGroup, dot11Qosadditions
 }

--

::= { dot11Compliances 1 }

In “Groups - units of conformance” of Annex D, change dot11MACbase as follows:

dot11MACbase OBJECT-GROUP


OBJECTS { dot11MACAddress, dot11Address,



dot11GroupAddressesStatus,



dot11RTSThreshold, dot11ShortRetryLimit,



dot11LongRetryLimit, dot11FragmentationThreshold,



dot11MaxTransmitMSDULifetime,



dot11MaxReceiveLifetime, dot11ManufacturerID,



dot11ProductID }

STATUS currentdeprecated
DESCRIPTION



"The MAC object class provides the necessary support for the



access control, generation, and verification of frame check



sequences (FCSs), and proper delivery of valid data to upper



layers."

::= { dot11Groups 3 }

In “Groups - units of conformance” of Annex D, change dot11MACbase as follows:

dot11CountersGroup OBJECT-GROUP


OBJECTS { dot11TransmittedFragmentCount,



dot11MulticastTransmittedFrameCount,



dot11FailedCount, dot11ReceivedFragmentCount,



dot11MulticastReceivedFrameCount,



dot11FCSErrorCount,



dot11WEPUndecryptableCount,



dot11TransmittedFrameCount }


STATUS currentdeprecated

DESCRIPTION



"Attributes from the dot11CountersGroup that are not described



in the dot11MACStatistics group. These objects are mandatory."

::= { dot11Groups 16 }
In “Groups - units of conformance” of Annex D, change dot11SMTbase5 as follows:

dot11SMTbase4 OBJECT-GROUP


OBJECTS { dot11MediumOccupancyLimit,



dot11CFPollable,



dot11CFPPeriod,



dot11CFPMaxDuration,



dot11AuthenticationResponseTimeOut,



dot11PrivacyOptionImplemented,



dot11PowerManagementMode,



dot11DesiredSSID, dot11DesiredBSSType,



dot11OperationalRateSet,



dot11BeaconPeriod, dot11DTIMPeriod,



dot11AssociationResponseTimeOut,



dot11DisassociateReason,



dot11DisassociateStation,



dot11DeauthenticateReason,



dot11DeauthenticateStation,



dot11AuthenticateFailStatus,



dot11AuthenticateFailStation,



dot11MultiDomainCapabilityImplemented,



dot11MultiDomainCapabilityEnabled,



dot11CountryString,



dot11RSNAOptionImplemented


 }


STATUS currentdeprecated


DESCRIPTION



"The SMTbase4 object class provides the necessary support at the STA to manage the processes in the STA 


such that the STA may work cooperatively as a part of an IEEE 802.11 network.
."

::= { dot11Groups 26 }
In “Groups - units of conformance” in Annex D, insert the following objects after dot11SMTbase5

{ dot11Groups 28 }:

dot11MACbase2 OBJECT-GROUP


OBJECTS { dot11MACAddress, dot11Address,



dot11GroupAddressesStatus,



dot11RTSThreshold, dot11ShortRetryLimit,



dot11LongRetryLimit, dot11FragmentationThreshold,



dot11MaxTransmitMSDULifetime,



dot11MaxReceiveLifetime, dot11ManufacturerID,



dot11ProductID, dot11CAPLimit, dot11HCCWmin,



dot11HCCWmax, dot11HCCAIFSN, 



dot11ADDBAResponseTimeout, dot11ADDTSResponseTimeout,



dot11ChannelUtilizationBeaconInterval, dot11ScheduleTimeout,



dot11DLSResponseTimeout, dot11QAPMissingAckRetryLimit,



dot11EDCAAveragingPeriod
 }

STATUS current
DESCRIPTION



"The MAC object class provides the necessary support for the



access control, generation, and verification of frame check



sequences (FCSs), and proper delivery of valid data to upper



layers."

::= { dot11Groups 29 }

dot11CountersGroup2 OBJECT-GROUP


OBJECTS { dot11TransmittedFragmentCount,



dot11MulticastTransmittedFrameCount,



dot11FailedCount, dot11ReceivedFragmentCount,



dot11MulticastReceivedFrameCount,



dot11FCSErrorCount,



dot11WEPUndecryptableCount,



dot11TransmittedFrameCount, 



dot11QosDiscardedFragmentCount,



dot11AssociatedStationCount,



dot11QosCFPollsReceivedCount,



dot11QosCFPollsUnusedCount,



dot11QosCFPollsUnusableCount
 }


STATUS current


DESCRIPTION



"Attributes from the dot11CountersGroup that are not described



in the dot11MACStatistics group. These objects are mandatory."

::= { dot11Groups 30 }
dot11Qosadditions OBJECT-GROUP


OBJECTS { dot11EDCATable, dot11QAPEDCATable, 


dot11QosCounters }


STATUS current


DESCRIPTION


"This object class provides the objects from the IEEE 802.11 MIB required to manage QoS functionality."

::= { dot11Groups 31 }

dot11SMTbase6 OBJECT-GROUP


OBJECTS { dot11MediumOccupancyLimit,



dot11CFPollable,



dot11CFPPeriod,



dot11CFPMaxDuration,



dot11AuthenticationResponseTimeOut,



dot11PrivacyOptionImplemented,



dot11PowerManagementMode,



dot11DesiredSSID, dot11DesiredBSSType,



dot11OperationalRateSet,



dot11BeaconPeriod, dot11DTIMPeriod,



dot11AssociationResponseTimeOut,



dot11DisassociateReason,



dot11DisassociateStation,



dot11DeauthenticateReason,



dot11DeauthenticateStation,



dot11AuthenticateFailStatus,



dot11AuthenticateFailStation,



dot11MultiDomainCapabilityImplemented,



dot11MultiDomainCapabilityEnabled,



dot11CountryString,



dot11RSNAOptionImplemented,



dot11RegulatoryClassesImplemented, 



dot11RegulatoryClassesRequired,



dot11QosOptionImplemented,



dot11ImmediateBlockAckOptionImplemented,



dot11DelayedBlockAckOptionImplemented,



dot11DirectOptionImplemented,



dot11APSDOptionImplemented,



dot11QAckOptionImplemented,



dot11QBSSLoadOptionImplemented,



dot11QueueRequestOptionImpelemented,



dot11TXOPRequestOptionImplemented,



dot11MoreDataAckOptionImpelemented,



dot11AssociateinNQBSS,



dot11DLSAllowedinQBSS,



dot11DLSAllowed



 }


STATUS current

DESCRIPTION



"The SMTbase6 object class provides the necessary support at the STA to manage the processes in the STA 


such that the STA may work cooperatively as a part of an IEEE 802.11 network.
."

::= { dot11Groups 32 }
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