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Problem
[image: image1.png]For data frames of subtype Null (no data), CF-Ack (ro data), CF-Poll (no data), and CF-Ack+CF-Poll (no
data) and for the corresponding QoS data frame subtypes, the Frame Body field is(#6)null (ie. has a length
f 0 octets) ermitted; these sublypes are used for MAC control purposes. For data frames of subtypes Data,
Data+CF-Ack, Data~CF-Poll, and Data*CF-Ack-+CF-+Poll and for the comresponding four QoS data frame
‘subtypes, the Frame Body field contains all of,or a fragment of, an MSDU.or A-MSDU after any encapsula-
tion for security.




The usage of “A-MSDU” in the text above is incorrect. It does not apply to non QoS Data frames like Data, Data + CF-Ack, etc.

Proposed resolution

TGn Editor: Change subclause 7.2.2.1 on page 35, lines 4 to 7 to the following:
For data frames of subtypes Data, Data+CF-Ack, Data+CF-Poll, and Data+CF-Ack+CF+-
Poll, and for the corresponding four QoS data frame subtypes, the Frame Body field contains all of, or a fragment of, an MSDU after any encapsulation for security. For data frames of subtypes QoS Data, QoS Data+CF-Ack, QoS Data+CF-Poll, and QoS Data+CF-Ack+CF-Poll the Frame Body field contains all of, or a fragment of, an MSDU or A-MSDU after any encapsulation for security.




Abstract


This document contains proposed changes to the IEEE P802.11n Draft to correct a problem found in section 7.2.2.1 regarding carrying of A-MSDU in non QoS Data types.





The changes marked in this document are based on TGn Draft version D3.02.














�Note also the correction of “CF+Poll” to “CF-Poll”.
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