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F.3.8
Data types for information elements
Modify the contents to Table F.15—Data types for information elements as shown below:

	Data type name 
	Derived from 
	Definition

	SUPPORTED_LCP 
	UNSIGNED_INT(1) 
	A type represent supported Location Configuration Protocol. (LCP). Location by Reference (LbyR). 

Values represent LCPs: 0: 

NULL 1: 

LLDP 2: 

LbyR with LLDP 3-10: (Reserved) 

11: LLDP-MED 

12: LbyR with LLDP-MED 

13-20: (Reserved) 

21: U-TDoA 

22: D-TDoA 

23-30: (Reserved) 

31: DHCP 

32: LbyR with DHCP 

33-40: (Reserved) 

41: OMA SUPL 

42: IEEE 802.11 LCI 
43: LbyR with IEEE 802.11
4344-50: (Reserved) 

51: HELD 

52: LbyR with HELD 

53-255: (Reserved) 





Abstract


This proposal addresses the following CIDs: 4643700023.  The comment is as follows: “P245L45-65: Annex F: There is an entry for 802.11 LCI in the table, but this does not address new capabilities coming in 802.11v.





802.21 WG stated in the last comment resolution spreadsheet, "The IETF draft is an individual submission in  the IETF and is not a standard documents yet."  Yet this comment failed to address the the comments pertaining to non-IETF standards and so was an incomplete resolution.”





This submission provides the editing instructions for the proposed resolution, “Change "IEEE 802.11 LCI" to "IEEE 802.11"; add a new type as "LbyR with IEEE 802.11".





This document is based on 802.21-d13.
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