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11.
MLME
11.18
WLAN Interworking with External Networks Procedures
11.18.1
Interworking capabilities and information
Change the following paragraph as indicated: 

The Interworking information element contains signaling for Homogeneous ESSs. The HESSID is a 6 octets MAC address which identifies the homogeneous ESS. The HESSID value shall be identical to one of the BSSIDs in the homogeneous ESS. Thus, it is a globally unique identifier, which in conjunction with the SSID, may be used to provide network identification for an SSPN. The HESSID field shall be the value of dot11Hessid.
NOTE—It is required by this standard that the HESSID field in the Interworking element is administered consistently across all the BSSs in a homogeneous ESS."
Insert the following text as shown below:

Annex D

EDITORIAL NOTE—Other amendments are also making changes in Dot11StationConfigEntry. It will be aligned before the sponsor ballot

Dot11StationConfigEntry::=

SEQUENCE {
dot11StationID 


MacAddress,


dot11MediumOccupancyLimit 


INTEGER,


dot11CFPollable 


TruthValue,


dot11CFPPeriod 


INTEGER,


dot11CFPMaxDuration 


INTEGER,


dot11AuthenticationResponseTimeOut 


Unsigned32,


dot11PrivacyOptionImplemented 


TruthValue,


dot11PowerManagementMode 


INTEGER,


dot11DesiredSSID 


OCTET STRING,


dot11DesiredBSSType 


INTEGER,


dot11OperationalRateSet 


OCTET STRING,


dot11BeaconPeriod 


INTEGER,


dot11DTIMPeriod 


INTEGER,


dot11AssociationResponseTimeOut 


Unsigned32,


dot11DisassociateReason 


INTEGER,


dot11DisassociateStation 


MacAddress,


dot11DeauthenticateReason 


INTEGER,


dot11DeauthenticateStation 


MacAddress,


dot11AuthenticateFailStatus 


INTEGER,


dot11AuthenticateFailStation 


MacAddress,


dot11MultiDomainCapabilityImplemented 


TruthValue,


dot11MultiDomainCapabilityEnabled 


TruthValue,


dot11CountryString 


OCTET STRING,


dot11SpectrumManagementImplemented 


TruthValue,


dot11SpectrumManagementRequired 


TruthValue,


dot11RSNAOptionImplemented 


TruthValue,


dot11RSNAPreauthenticationImplemented 


TruthValue,


dot11RegulatoryClassesImplemented 


TruthValue,


dot11RegulatoryClassesRequired 


TruthValue,


dot11QosOptionImplemented 


TruthValue,


dot11ImmediateBlockAckOptionImplemented 


TruthValue,


dot11DelayedBlockAckOptionImplemented 


TruthValue,


dot11DirectOptionImplemented 


TruthValue,


dot11APSDOptionImplemented 


TruthValue,


dot11QAckOptionImplemented 


TruthValue,


dot11QBSSLoadOptionImplemented 


TruthValue,


dot11QueueRequestOptionImplemented 


TruthValue,


dot11TXOPRequestOptionImplemented 


TruthValue,


dot11MoreDataAckOptionImplemented 


TruthValue,


dot11AssociateinNQBSS 


TruthValue,


dot11DLSAllowedInQBSS 


TruthValue,


dot11DLSAllowed 


TruthValue,


dot11InterworkingServiceImplemented 


TruthValue,


dot11InterworkingServiceEnabled 


TruthValue,


dot11QosmapImplemented 


TruthValue,


dot11QosmapEnabled 


TruthValue,


dot11EbrImplemented 


TruthValue,


dot11EbrEnabled 


TruthValue,


dot11ESNetwork 


TruthValue,


dot11SSPNInterfaceImplemented 


TruthValue,


dot11SSPNInterfaceEnabled 


TruthValue,


dot11Hessid


MacAddress,


}

dot11Hessid OBJECT-TYPE


SYNTAX MacAddress


MAX-ACCESS read-write


STATUS current


DESCRIPTION





“This attribute is the homogeneous ESS identifier and





is a 6-octet field whose value is set to one of 





the BSSIDs in the ESS.  It is required that the same





value of HESSID be used for all BSSs in the homogeneous





ESS.”



::= {dot11StationConfigEntry <ANA>}




Abstract


This proposal addresses LB137 CID #4087 and 4852.





This document is based on 802.11u-d4.01.
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