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Proposed changes:

Replace in line 54 page 52: ".. specifying a comeback time when the AP would be ready to accept an association with this STA. Following this, if the AP is not already engaging in an SA Query with the STA, the AP shall issue MLME-SAQUERY.request primitives to the STA every dot11AssociationSAQueryRetryTimeout TUs until a matching MLME-SAQUERY.confirm is received or dot11AssociationSAQueryMaximumTimeout TUs from the beginning of the SA Query procedure has passed. If an MLME-SAQUERY.confirm with a matching transaction identifier is not received within dot11AssociationSAQueryTimeout period, the AP shall allow association process to be started without starting additional SA Query procedure."

Replace in line 18 page 53: ".. specifying a comeback time when the AP would be ready to accept an reassociation with this STA. Following this, if the AP is not already engaging in an SA Query with the STA, the AP shall issue MLME-SAQUERY.request primitives to the STA every dot11AssociationSAQueryRetryTimeout TUs until a matching MLME-SAQUERY.confirm is received or dot11AssociationSAQueryMaximumTimeout TUs from the beginning of the SA Query procedure has passed. If an MLME-SAQUERY.confirm with a matching transaction identifier is not received within dot11AssociationSAQueryTimeout period, the AP shall allow association process to be started without starting additional SA Query procedure."

Replace line 21, Annex D, page 63: "dot11AssociationSAQueryMaximumTimeout Unsigned32".

Replace line 22, Annex D, page 63 "dot11AssociationSAQueryRetryTimeout Unsigned32".

Replace lines 5 to 34, Annex D, page 64 with:

dot11AssociationSAQueryMaximumTimeout OBJECT-TYPE


SYNTAX Unsigned32 (1...4294967295)


MAX-ACCESS read-write


STATUS current


DESCRIPTION



"This attribute specifies the number of time units (TUs) that an AP can wait, from the scheduling of the first SA Query Request to allow association process to be started without starting additional SA Query procedure if a successful SA Query Response is not received."


DEFVAL { 1000 }



::= { dot11StationConfigEntry 91}

dot11AssociationSAQueryRetryTimeout OBJECT-TYPE


SYNTAX Unsigned32 (1...4294967295)


MAX-ACCESS read-write


STATUS current


DESCRIPTION


"This attribute specifies the number of time units (TUs) that an AP waits between issuing two subsequent MLME-SAQUERY.request primitives."


DEFVAL { 201 }



::= { dot11StationConfigEntry 92} 

Abstract


This submission proposes change to AP (re)association procedure and the related SA Query mechanism to address Comment Group 10 comments in IEEE 802.11w/D6.0 SB.
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