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Overview

This summarizes the discussion on a proposal for prioritization of management frames.
Advertisement of TGae Policy

· The AP advertises management frame prioritization (11ae capability and the policy for management frames for the BSS.

· Applies to associated STAs. Unassociated STAs.

· Management frames are grouped into categorized according to their application: 

· Location, 

· Diagnostics and Events, 

· Network Control, 

· GAS

· Vendor Specific

· A new information element called Management Frame Policy advertises management frame prioritization policy: each management frame category is associated with an Access Class. For example, Location Management frames are assigned an access class as Best Effort.The presence of this new IE indicates the Management Frame prioritization is enabled. It is advertised in Beacon and Probe Response frames.

	
	Information Element 
	Length
	Management Frame Policy Info
	Management Prioritization Policy  for Category 1 
	Management Prioritization Policy  for Category 2
	…
	Management Prioritization Policy  for Category  N

	Octets:
	1
	2
	1
	TBD
	TBD
	
	TBD


Figure 1: Management Frame Policy information element format

· For each category, assign an AC (BE, BK, VI, VO) – could use bitmask or integer
· AP cannot change policy for certain TBTT period (configureable, but default to 10).
· A series of bits in the management frame policy IE defines:

· Management Frame Prioritization is enabled/disabled.

· A signal that the prioritization Policy has changed (this is signalled when the AP changes the policy). It is communicated for all Beacons during the DTIM period where the policy changed. 

· Provide the ability for a STA to request a change to prioritization policy through an Action Frame exchange (piggyback on ADDTS or new frame)

Frame Format
· Options:

· Use encapsulated data frames for Public Action Frames

· Use a new Management Subtype

· How do we communicate QoS?

Default Behaviour
· What do we do about setting default prioritization? Set a default prioritization per policy?
· Could we make everything (perhaps with the exception network control information) of pre-association BE? Why do probe requests need to be VO? 
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