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Annex D

(normative) 

ASN.1 encoding of the MAC and PHY MIB 

Change the text as shown below:
Dot11MACStateParameterEntry ::=

SEQUENCE {

dot11ESSLinkIndex Unsigned32,

dot11ESSLinkDownTimeInterval 

 Unsigned32,

dot11ESSLinkRssiDataThreshold 

 Unsigned32,

dot11ESSLinkRssiBeaconThreshold 

 Unsigned32,

dot11ESSLinkDataSnrThreshold 

 Unsigned32,

dot11ESSLinkBeaconSnrThreshold 

 Unsigned32,

dot11ESSLinkBeaconFrameErrorRateThreshold 
 
 Unsigned32,

dot11ESSLinkBeaconFrameErrorRateThresholdFraction 
Unsigned32,

dot11ESSLinkBeaconFrameErrorRateThresholdExponent 
Unsigned32,

dot11ESSLinkFrameErrorRateThresholdUnsigned32 

 Unsigned32,

dot11ESSLinkFrameErrorRateThresholdFraction 
 
 Unsigned32,

dot11ESSLinkFrameErrorRateThresholdExponent 
 Unsigned32,

dot11PeakOperationalRate 

 Unsigned32,

dot11MinimumOperationalRate 

 Unsigned32,

dot11ESSLinkDataThroughputInteger 

 Unsigned32,

dot11ESSLinkDataThroughputFraction 

 Unsigned32,

dot11ESSLinkDataThroughputExponent 

 Unsigned32

}

Change the text as shown below:
dot11ESSLinkFrameErrorRateThresholdUnsigned32 OBJECT-TYPE

SYNTAX Unsigned32

MAX-ACCESS read-write

STATUS current

DESCRIPTION

“The frame error rate of the network is stored in scientific notation as a significant and exponent. This attribute contains the integer value of the significand.”

::= { dot11MACStateParameterEntry 10}

dot11ESSLinkFrameErrorRateThresholdFraction OBJECT-TYPE

SYNTAX Unsigned32

MAX-ACCESS read-write

STATUS current


DESCRIPTION

“The frame error rate of the network is stored in scientific notation as a significant and exponent. This attribute contains the fractional value of the significand.”

::= { dot11MACStateParameterEntry 11 }

dot11ESSLinkFrameErrorRateThresholdExponent OBJECT-TYPE

SYNTAX Unsigned32

MAX-ACCESS read-write

STATUS current

DESCRIPTION

“The frame error rate of the network is stored in scientific notation as a significant and exponent. This attribute contains the integer value of the exponent.”

::= { dot11MACStateParameterEntry 12 }

Abstract


This submission addresses the following comments from the P802.11u First Re-circulation Sponsor Ballot: CID 1075.








This document is based on IEEE 802.11u-d9.0.
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