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IEEE P802.11s D6.0 LB165 CID 4105 identifies missing MIB conformance section:
	4105
	Malarky, Alastair
	Although the amendment is adding new objects to the MIB, no corresponding entries have been created for the conformance section of the MIB.  As such the draft is technically incomplete.
	Provide the changes to the conformance section also.
	Agree. Resolved by doc.:0764r1





Insert the following objects to the “Station Management (SMT) Attributes” of “Major Sections” of the MIB as follows:
-- **********************************************************************

-- * Major sections

-- **********************************************************************

-- Station ManagemenT (SMT) Attributes

   -- DEFINED AS "The SMT object class provides the necessary support

   -- at the station to manage the processes in the station such that

   -- the station may work cooperatively as a part of an IEEE 802.11

   -- network."
dot11smt OBJECT IDENTIFIER ::= { ieee802dot11 1 }

   -- dot11smt GROUPS

   -- dot11StationConfigTable
::= { dot11smt 1 }

   -- dot11AuthenticationAlgorithmsTable
::= { dot11smt 2 }

   -- dot11WEPDefaultKeysTable
::= { dot11smt 3 }

   -- dot11WEPKeyMappingsTable
::= { dot11smt 4 }

   -- dot11PrivacyTable
::= { dot11smt 5 }

   -- dot11SMTnotification
::= { dot11smt 6 }

   -- dot11MultiDomainCapabilityTable
::= { dot11smt 7 }

   -- dot11SpectrumManagementTable
::= { dot11smt 8 }

   -- dot11RSNAConfigTable
::= { dot11smt 9 }

   -- dot11RSNAConfigPairwiseCiphersTable
::= { dot11smt 10 }

   -- dot11RSNAConfigAuthenticationSuitesTable
::= { dot11smt 11 }

   -- dot11RSNAStatsTable
::= { dot11smt 12 }

   -- dot11OperatingClassesTable
::= { dot11smt 13 }

   -- dot11RadioResourceMeasurement
::= { dot11smt 14 }

   -- dot11FastBSSTransitionConfigTable
::= { dot11smt 15 }

   -- dot11LCIDSETable
::= { dot11smt 16 }

   -- dot11HTStationConfigTable
::= { dot11smt 17 }
   -- dot11MeshStationConfigTable
::= { dot11smt 18 }
   -- dot11MeshHWMPConfigTable
::= { dot11smt 19 } 
In “Compliance Statements” in Annex D, change dot11Compliance MODULE-COMPLIANCE as

follows:
-- **********************************************************************

-- * Compliance Statements

-- **********************************************************************

dot11Compliance MODULE-COMPLIANCE

STATUS  current

DESCRIPTION

"The compliance statement for SNMPv2 entities that implement the

IEEE 802.11 MIB."

MODULE -- this module

MANDATORY-GROUPS {

dot11SMTbase11,

dot11MACbase3, dot11CountersGroup3,

dot11SmtAuthenticationAlgorithms,

dot11ResourceTypeID, dot11PhyOperationComplianceGroup2 }
In “Compliance Statements” in Annex D, insert the following before OPTIONAL-GROUPS as follows:
GROUP dot11MeshComplianceGroup

DESCRIPTION

"The dot11MeshComplianceGroup group is optional."

In “Compliance Statements” in Annex D, change OPTIONAL-GROUPS as follows:
-- OPTIONAL-GROUPS { dot11SMTprivacy, dot11MACStatistics,

--    dot11PhyAntennaComplianceGroup, dot11PhyTxPowerComplianceGroup,

--    dot11PhyRegDomainsSupportGroup,

--    dot11PhyAntennasListGroup, dot11PhyRateGroup,

--    dot11MultiDomainCapabilityGroup,

--    dot11PhyFHSSComplianceGroup2, dot11RSNAadditions,

--    dot11OperatingClassesGroup, dot11Qosadditions,

--    dot11RMCompliance, dot11FTComplianceGroup

--    dot11PhyAntennaComplianceGroup2,

--    dot11HTMACadditions,

--    dot11PhyMCSGroup,

--    dot11TransmitBeamformingGroup, dot11MeshComplianceGroup }

--

::= { dot11Compliances 1 }
Change the “dot11SMTbase10” of the “Groups - units of conformance” as follows:
dot11SMTbase10 OBJECT-GROUP

OBJECTS {

dot11MediumOccupancyLimit,

dot11CFPollable,

dot11CFPPeriod,

dot11CFPMaxDuration,

dot11AuthenticationResponseTimeOut,

dot11PrivacyOptionImplemented,

dot11PowerManagementMode,

dot11DesiredSSID,

dot11DesiredBSSType,

dot11OperationalRateSet,

dot11BeaconPeriod,

dot11DTIMPeriod,

dot11AssociationResponseTimeOut,

dot11DisassociateReason,

dot11DisassociateStation,

dot11DeauthenticateReason,

dot11DeauthenticateStation,

dot11AuthenticateFailStatus,

dot11AuthenticateFailStation,

dot11MultiDomainCapabilityImplemented,

dot11MultiDomainCapabilityActivated,

dot11CountryString,

dot11RSNAOptionImplemented,

dot11OperatingClassesImplemented,

dot11OperatingClassesRequired,

dot11QosOptionImplemented,
dot11ImmediateBlockAckOptionImplemented,

dot11DelayedBlockAckOptionImplemented,

dot11DirectOptionImplemented,

dot11APSDOptionImplemented,

dot11QAckOptionImplemented,

dot11QBSSLoadOptionImplemented,

dot11QueueRequestOptionImplemented,

dot11TXOPRequestOptionImplemented,

dot11MoreDataAckOptionImplemented,

dot11AssociateInNQBSS,

dot11DLSAllowedInQBSS,

dot11DLSAllowed,

dot11AssociateStation,

dot11AssociateID,

dot11AssociateFailStation,

dot11AssociateFailStatus,

dot11ReassociateStation,

dot11ReassociateID,

dot11ReassociateFailStation,

dot11ReassociateFailStatus,

dot11RadioMeasurementImplemented,

dot11RadioMeasurementActivated,

dot11FastBSSTransitionImplemented,

dot11LCIDSEImplemented,

dot11LCIDSERequired,

dot11DSERequired,

dot11ExtendedChannelSwitchActivated,

dot11HighThroughputOptionImplemented,

dot11RSNAPBACRequired,

dot11PSMPOptionImplemented }

STATUS deprecated
DESCRIPTION

"Superseded by dot11SMTbase11.
The SMTbase10 object class provides the necessary support at

the STA to manage the processes in the STA such that the STA may

work cooperatively as a part of an IEEE 802.11 network."

::= { dot11Groups 47 }
Insert at the end of the "Groups - units of conformance" as follows:

Editor Note: The objects in dot11Groups may need renumbering when additional amendments, which are currently in draft stage, e.g., 11v, 11u, will be ratified.
-- ********************************************************************

-- * Compliance Statements - Mesh
-- ********************************************************************

dot11MeshComplianceGroup MODULE-COMPLIANCE

STATUS current

DESCRIPTION

"This object class provides the objects from the IEEE 802.11

MIB required to manage Mesh functionality. Note that additional objects for managing this functionality are located in the dot11MeshStationConfigTable and dot11MeshHWMPConfigTable."

OBJECTS

{

dot11MeshActivated

}

::= { dot11Groups 54}
dot11SMTbase11 OBJECT-GROUP

OBJECTS { 
dot11MediumOccupancyLimit,

dot11CFPollable,

dot11CFPPeriod,

dot11CFPMaxDuration,

dot11AuthenticationResponseTimeOut,

dot11PrivacyOptionImplemented,

dot11PowerManagementMode,

dot11DesiredSSID,

dot11DesiredBSSType,

dot11OperationalRateSet,

dot11BeaconPeriod,

dot11DTIMPeriod,

dot11AssociationResponseTimeOut,

dot11DisassociateReason,

dot11DisassociateStation,

dot11DeauthenticateReason,

dot11DeauthenticateStation,

dot11AuthenticateFailStatus,

dot11AuthenticateFailStation,

dot11MultiDomainCapabilityImplemented,

dot11MultiDomainCapabilityActivated,

dot11CountryString,

dot11RSNAOptionImplemented,

dot11OperatingClassesImplemented,

dot11OperatingClassesRequired,

dot11QosOptionImplemented,
dot11ImmediateBlockAckOptionImplemented,

dot11DelayedBlockAckOptionImplemented,

dot11DirectOptionImplemented,

dot11APSDOptionImplemented,

dot11QAckOptionImplemented,

dot11QBSSLoadOptionImplemented,

dot11QueueRequestOptionImplemented,

dot11TXOPRequestOptionImplemented,

dot11MoreDataAckOptionImplemented,

dot11AssociateInNQBSS,

dot11DLSAllowedInQBSS,

dot11DLSAllowed,

dot11AssociateStation,

dot11AssociateID,

dot11AssociateFailStation,

dot11AssociateFailStatus,

dot11ReassociateStation,

dot11ReassociateID,

dot11ReassociateFailStation,

dot11ReassociateFailStatus,

dot11RadioMeasurementImplemented,

dot11RadioMeasurementActivated,

dot11FastBSSTransitionImplemented,

dot11LCIDSEImplemented,

dot11LCIDSERequired,

dot11DSERequired,

dot11ExtendedChannelSwitchActivated,

dot11HighThroughputOptionImplemented,

dot11RSNAPBACRequired,

dot11PSMPOptionImplemented,

dot11MeshActivated }

STATUS current

DESCRIPTION

"The SMTbase11 object class provides the necessary support at

the STA to manage the processes in the STA such that the STA may

work cooperatively as a part of an IEEE 802.11 network."

::= { dot11Groups 55 }



Abstract


This submission suggests inclusion of MIB conformance for Mesh and resolves LB 165 CID 4105.


All the changes are based on draft P802.11-REVmb/D4.0, June 2010
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