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	CommentID
	Subclause
	Page
	Line
	CommentType
	Comment
	SuggestedRemedy

	126
	22.3.9.2.3
	102
	23
	TR
	There is no description about the setting of B2 for BC/MC scheme.
	Add the following sentences after line 23:
For BC/MC, B2 is set to 0 for BCC, or 1 for LDPC.

	127
	22.3.9.2.3
	102
	60
	TR
	There is no description about the setting of B4-B7 for BC/MC scheme.
	Add the following sentences after line 60:
For BC/MC:
    B2 is set to 0 for BCC, or 1 for LDPC.

	128
	22.3.9.2.3
	103
	8
	TR
	There is no description about the setting of B8 for BC/MC scheme.
	Add the following sentences after line 8:
For BC/MC:
    Reserved and set to 1.


Response:
DISAGREE.  SU transmissions include unicast, broadcast and multicast transmissions.  Suggest to clarify this at the beginning of clause 22.
Proposed Resolution Text:
22.1.1 Introduction to the VHT PHY
TGac editor: Edit the subclause as shown below: 
The VHT PHY is based on the HT PHY defined in Clause 20, which in turn is based on the OFDM PHY defined in Clause 17. The VHT PHY extends the number of spatial streams supported to eight and provides support for multi-user (MU) transmission. In the case of a MU transmission, the number of users is limited to four and the number of streams per user is limited to four.
Note – SU transmissions include unicast, broadcast and multicast transmissions.




Abstract


This document provides resolution for CIDs 126, 127 and 128 on TGac D0.1.
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