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The liaison from 3GPP TSG CT WG1 states:

1
Overall description

IEEE Std 802.11-2012 defines an Emergency Call Number ANQP-element in section 8.4.4.5. Emergency Call Number ANQP-element can have a list of the Emergency Call Number Unit fields and the Emergency Call Number field is defined as a variable-length UTF-8 formatted field containing information, used to reach emergency services, from the network (e.g., dialed digits, emergency service URN label). 

3GPP CT1 would like to inform IEEE 802.11 that 3GPP CT1 has further defined a formatting for the Emergency Call Number Unit field in 3GPP TS 24.302, Annex I for 3GPP purposes (see attached CR).

2
Actions

To IEEE 802.11 

ACTION: 
3GPP TSG CT WG1 asks the IEEE 802.11 working group to take the above into account. The IEEE 802.11 working group may wish to add a reference to 3GPP TS 24.302 in future updates of IEEE Std 802.11.

Discussion

This is related to some of the IEEE 802.11u ANQP-elements in clause 9.4.5 (802.11-2016) and requires the addition of a short reference towards the end of clause 9.4.5.5. 

There is already a similar reference to the same 3GPP TS document in clause 9.4.5.11, so that text can be copied and re-used, with a small change to the specific annex within that 3GPP TS.
Text Change

Update the last paragraph in clause 9.4.5.5 Emergency Call Number ANQP-element:
The Emergency Call Number field is a variable-length UTF-8 encoded field containing information, used to reach emergency services, from the network (e.g., dialed digits, emergency service URN label [B46]).  When this field is transmitted by an AP, with the intention of the field being received by a non-AP STA that contains a co-located 3GPP radio, the preferred format and content of this field is defined in Annex I of 3GPP TS 24.302.
At P1223L25 change from “a 3GPP non-AP STA” to “a non-AP STA”

Abstract


This document proposes text changes to update Draft P802.11REVmd_D0.1.pdf regarding the recommended action for IEEE 802.11 within the liaison in document 11-17-0854-00 received from 3GPP TSG CT WG1.
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