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Abstract
Proposed language to modify TWT capability as exists within the Extended Capability IE.

The proposed changes are not directly related to a CID.

Changes are referenced to TGax D3.3.




REVISION NOTES:

R0:

initial











END OF REVISION NOTES






Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGax Draft.  This introduction is not part of the adopted material.

Editing instructions formatted like this are intended to be copied into the TGax Draft (i.e. they are instructions to the 802.11 editor on how to merge the text with the baseline documents).

TGax Editor: Editing instructions preceded by “TGax Editor” are instructions to the TGax editor to modify existing material in the TGax draft.  As a result of adopting the changes, the TGax editor will execute the instructions rather than copy them to the TGax Draft.
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Discussion:


Existing Extended Capability IE bits, TWT Requester Support and TWT Responder Support are redundant to the TWT Requester Support and TWT Responder Support support bits in the HE Cap IE.

In particular, the Extended Capability IE bits are only allowed to be set to “support” if the dot11HEOptionImplemented is true.






Proposed Changes to TGax D3.3:




TGax editor: within TGax D3.3, modify the text as shown within 9.4.2.26 Extended Capabilities element:

9.4.2.26 Extended Capabilities element

Insert the following rows into Table 9-154 (Extended Capabilities element) (header row shown for convenience): (#15056)

Table 9-154—Extended Capabilities field

	Bit
	Information
	Notes

	77
	TWT Requester Support
	A STA sets the TWT Requester Support field to 1 when dot11TWTOptionActivated is true, dot11HEOptionImplemented is true and TWT requester functionality is supported. Otherwise, the STA sets the TWT Requester Support field to 0. See 10.48 (Target wake time (TWT)).

	78
	TWT Responder Support
	A STA sets the TWT Responder Support field to 1 when dot11TWTOptionActivated is true, dot11HEOptionImplemented is true and TWT responder functionality is supported. Otherwise, the STA sets the TWT Responder Support field to 0. See 10.48 (Target wake time (TWT)).

	79
	OBSS Narrow Bandwidth RU In OFDMA Tolerance Support
	An AP STA sets the OBSS Narrow Bandwidth RU In OFDMA Toler-ance Support field to 1 if dot11OBSSNarrowBWRUinOFDMAToler-ated is true, and sets it to 0 otherwise.

A non-AP STA sets the OBSS Narrow Bandwidth RU In OFDMA Tolerance Support field to 0.

	<ANA>
	Enhanced Multi- BSSID Advertisement Support
	This field is reserved for a non-AP STA or when the AP has dot11MultiBSSIDActivated set to false.

Set to 1 to indicate that the AP supports enhancements related to discovery and advertisement of nontransmitted BSSIDs. Set to 0, otherwise.

Also see 11.1.3.8 (Multiple BSSID procedure). (#15056)







End of proposed changes.
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