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	CID      
	Clause
	Page
	Line
	Comment
	Proposed Change

	4312 

(EDITOR2)
	
	
	
	The names of the following fields should have all initials upper-case, to avoid confusion: "Number of Channel Measurement Info" should be "Of".  Also "Number of RX DMG Antennas", "Number of Channels", "Number of Time Blocks", "Normal  Number  of  Frames  per  Channel", "Number of ANQP OIs", "OI #1 and #2 Lengths"
	As it says in the comment

	4202 (EDITOR2)
	
	
	
	The name of fields should start with uppercase letters for each word, to avoid confusion (especially with fields with "And" or "Or" in their name).
	As it says in the comment


Discussion 
The commenter lists the following in CID 4312: 

· Number of Channel Measurement Info

· Number of RX DMG Antennas

· Number of Channels 

· Number of Time Blocks 

· Normal Number of Frames per Channel

· Number of ANQP OIs

· OI #1 and #2 Lengths

I am sure there are more instances as CID 4202 comments on the same issue without the locations. 

Obviously, it is a broad issue, not specific to TGmd. 

We brought up this issue in the editor meeting this week. 

Here is summary of the discussion from the Editor meeting. 
· Moving forward, in future amendments, Editors shall use all upper case for the (sub)field names and (sub)element names, including preposition and conjunction words, e.g. Of, And, Or, etc .......  The Editor Style guide will be updated accordingly. 

· The new style guide will apply to the new amendments (the amendments haven't done MDR). 

· This new guidance has no intention to update the existing amendments/revisions. Due to legacy issue, changing Grandfathered terms where were widely used is considered excessive.
WG Editor updated 802.11 style guide (09/1034r16 draft) by adding the following paragraph in 2.6 Capitalization
… … 

For proper names, all words in the name should be capitalized, including prepositions and conjunctions. This is to avoid ambiguity where the preposition or conjuction might be misinterpreted as part of the sentence. For example, “HT And VHT Trigger Frame RX Support subfield.” This rule does not apply to legacy text; these remain unchanged since the effort involved in changing all instances is substantial and no harm has been demonstrated.

Therefore, my proposal is to reject these two comments, or revised. 
Proposed Resolution: 
Rejected. 
Rejec Reason: WG editor will update 802.11 Editorial Style guide 09/1034 to add a new rule including preposition and conjunction capitalization in the (sub)field and (sub)element names. This rule applies for new amendments. As stated in the style guide, “This rule does not apply to legacy text; these remain unchanged since the effort involved in changing all instances is substantial and no harm has been demonstrated.”
	4117 (DeLaOlivaDelgado, Antonio)
	9.4.5.1

	1473.37
	Third column of Table 9-330 shows the first letter of each ANQP Element in upper case but the ones of element Local MAC Address Policy

	Change "Local MAC address policy ANQP element" in the third column of Table 9-330 to "Local MAC Address Policy ANQP element"


Discussion 
This comment was original included in the trivial comment tab.  

My proposed resolution is:

REVISED (EDITOR: 2020-01-08 20:26:03Z). At 1494.16, change "Local MAC address policy" to "Local MAC Address Policy". Note to the commenter, when the text in 1494.16 is changed, the text in 1473.37 will be changed automatically.
Mark R suggested other locations to be changed, such as: "Advice of Charge ANQP-element" and

"Network Authentication Type with Timestamp ANQP-element" should become "…Of…" and "…With…" too.

Therefore, this comment is here for discussion. 

My receommendation is to reject additional changes as proposed by Mark R, with the reason:
1. Additional suggestions are out of scope of the original comment. 

2. Preposition and conjunction capitalization is a new rule and does not apply to legacy text. 
Proposed Resolution:  

REVISED.
At 1494.16, change "Local MAC address policy" to "Local MAC Address Policy". Note to the commenter, when the text in 1494.16 is changed, the text in 1473.37 will be changed automatically.
Note to the commenter: this change resolved the comment in the direction suggested by the commenter. 
	4601 (RISON, Mark)
	3.2
	193.19
	"and a temporal key, which" should be "and a temporal key that"
	As it says in the comment.


Discussion 
Cited text: 
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pairwise transient key (PTK): A concatenation of session keys derived from the pairwise master key
(PMK) or from the PMK-RI. Its components are a key confirmation key (KCK), a key encryption key
(KEK), and a temporal key (TK), which is used to protect information exchanged over the link.




A temporal key (TK) is used to pretet information exchanged over the link. 

 

My recommendation is to accept it. 
Proposed Resolution:  

Revised. 
Delete “, which is used to protect information exhcnaged over the link”. 

========================================================
	4533 (RISON, Mark)
	9.4.2.21.9
	1059.25
	The text describing the fields shown in Figure 9-236--Measurement Report field format for STA Statistics report are not described with "field"
	Add missing "field"s


Discussion 
There are multiple locations. 
Here is the Figure 236:  
	
	Measurement Duration
	Group Identity
	Statistics Group Data
	Optional 
Subelements

	Octets:
	2
	1
	variable
	variable

	· Measurement Report field format for STA Statistics report


Proposed Resolution:  

Revised.

Change text from 1059.39 to 1059.59 as follows: 
	The STA Statistics report reports the change in, or current values of, the requested statistics group data measured within the measurement duration. 
The Measurement Duration field is set to the duration over which the change in statistics group data was measured and reported, in units of TUs. (MDR2) A Measurement Duration field set to 0 indicates a report of the current values of the statistics group data.

The Group Identity field indicates the requested statistics group describing the Statistics Group Data field according to Table 9-132 (Group Identity for a STA Statistics report). 

The Statistics Group Data field contains the requested statistics from the MIB in Annex C related to the interface on which the request was received according to Table 9-132 (Group Identity for a STA Statistics report). Units used for reporting a statistic or change in statistic are the units used to define the statistic in Annex C. When the Measurement Duration field is nonzero, the reported data values for statistics that are not counters are the current values of the statistics data at the end of the measurement duration. When the Measurement Duration field is zero the current values of the requested statistics group data are reported, rather than the change.
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This document contains proposed resolutions to SA1 editorial comments for the EDITOR ad hoc that require TG’s feedback. 





R00: Initial proposal. Provide resolutions for CID 4312(EDITOR2), 4202(EDITOR2), 4117, 4601, and 4533





















































7101�
1706.09�
11.11.10.3�
"the reporting AP has dot11LciCivicInNeighborReport and the neighbor AP has LCI MeasurementCapability (RM Enabled Capabilities element with the LCI Measurement Capability Enabled fieldset to 1) dot11RMLCIMeasurementActivated equal to true"-- this has at least two errors "has dot11LciCivicInNeighborReport" and"Measurement Capability (...) dot11RMLCIMeasurementActivated equal to true"Note that " (RM Enabled Capabilities element with the LCI Measurement Capability Enabled field set to 1)" is also a informal way of anonymously referencing a transmission by the AP)." this can also be improved. This informality occurs in a number of places in this subclause. The proposed changes addresses two of these.�
Change cited text to:"the reporting AP has dot11LciCivicInNeighborReport equal to true and the neighbor AP indicates support for LCI measurement(the neighbor AP has transmitted an RM Enabled Capabilities element with the LCI Measurement Capability Enabled field equal to true)"Make matching changes at 1706.32.�
�
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