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Interpretation of a Motion to Adopt

A motion to approve this submission means that the editing instructions and any changed or added material are actioned in the TGax Draft.  This introduction is not part of the adopted material.

Editing instructions formatted like this are intended to be copied into the TGax Draft (i.e. they are instructions to the 802.11 editor on how to merge the text with the baseline documents).

TGax Editor: Editing instructions preceded by “TGax Editor” are instructions to the TGax editor to modify existing material in the TGax draft.  As a result of adopting the changes, the TGax editor will execute the instructions rather than copy them to the TGax Draft.
	CID
	Page
	Clause
	Comment
	Proposed Change
	Resolution

	24222
	216.41
	9.4.2.257
	"The Utilization field is that AP sensed the medium was busy due..." sounds strange. It seems it should say something like "The Utilization field value is calculated by considering that the AP sensed the medium was busy due ..."
	As in comment
	Revised- 
Agree with the commenter, propose resolution to make it clear.

TGax editor please make the changes as shown in 11-20/0979 r1 under CID 24222

	24223
	216.51
	9.4.2.257
	The Frequency Underutilization field is that AP has underutilized frequency... sounds strange. It seems it should say something like "The  Frequency Underutilization field value is calculated by considering that AP has underutilized frequency......"
	As in comment
	Revised- 
Agree with the commenter, propose resolution to make it clear.

TGax editor please make the changes as shown in 11-20/0979 r1 under CID 24223

	24224
	216.61
	9.4.2.257
	The Spatial Stream Underutilization field is that AP has underutilized spatial domain... sounds strange. It seems it should say something like "The Spatial Stream Underutilization field is calculated by considering that AP has underutilized spatial domain..."
	As in comment
	Revised- 
Agree with the commenter, propose resolution to make it clear.

TGax editor please make the changes as shown in 11-20/0979 r1 under CID 24224


Discussion: …
9.4.2.257 HE BSS Load element
...


The Utilization field is defined as the fraction of time, linearly scaled with 255 representing 100%,  that the AP sensed the medium was busy due to a transmission between the AP and HE STAs, as indicated by the physical carrier sense (CS) mechanism. When more than one channels are in use for the BSS, the Utilization field value is calculated only for the primary channel. This field value is computed using Equation (9-3a).

…

The Frequency Underutilization field is defined as the fraction of time, linearly scaled with 255 representing 100%, that the AP has underutilized frequency domain resources for given busy time of the medium. This field value is computed using Equation (9-3b).

…

The Spatial Stream Underutilization field is defined as the fraction of time, linearly scaled with 255 representing 100%, that the AP has underutilized spatial domain resources for given busy time of the medium. This field value is computed using Equation (9-3c).

…
Abstract


This submission proposes resolutions of comments received for TGax draft 6.0. (The proposed change is based on TGax Draft 6.0)
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Revisions:


Rev 0: Initial version of the document.
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