Feb 2021

doc.: IEEE 802.11-21/0297r1

IEEE P802.11
Wireless LANs

	Beamforming CR on P802.11be D0.3

	Date:  2021.02.22

	Author(s):

	Name
	Company
	Address
	Phone
	email

	Genadiy Tsodik
	Huawei Technologies
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	



Revision Notes
	R0
	Initial revision

	
	

	
	

	
	

	
	

	
	


CID 2027
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	317.6
	36.3.16.2
	Table 21-11 is used when Nss is less than or equal to 8, but there's no table when Nss is larger than 8 yet. So it's better to refer the section.
	Change:

in Table 36-xx (Cyclic shift values for the EHT modulated fields of a PPDU) (TBD)

To:

defined in 36.3.11.2.2 Cyclic shift for EHT modulated fields
	ACCEPTED
Note to the Editor: Text is changed according to proposed change


CID 2028
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	317.28
	36.3.16.3
	EHT NDP Announcement frame is already defined. 
	Change 'TBD' to 'EHT'
	ACCEPTED

Note to the Editor: Text is changed according to proposed change


CID 2029
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	317.39
	36.3.16.3
	EHT CQI Report field is already defined. So "for each EHT-SIG CC" is not correct
	Change 'TBD' to '9.4.1.67d (EHT CQI Report field)'
	ACCEPTED

Note to the Editor: Text is changed according to proposed change


CID 2030
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	317.40
	36.3.16.3
	EHT CQI Report field is already defined.
	Change 'TBD' to '9.4.1.67d (EHT CQI Report field)'
	ACCEPTED

Note to the Editor: Text is changed according to proposed change


CID 2031
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	317.41
	36.3.16.3
	It's decided in EHT CQI report field section.
	Change 'TBD' to 'to Table 9-91h (Average SNR of RU index k for space-time stream i subfield)'
	ACCEPTED

Note to the Editor: Text is changed according to proposed change


Instructions to the editor

Same resolution for CIDs 2027, 2028, 2029, 2030, 2031

CID 2219
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	317.14
	36.3.16.2
	The quantization bits b_\phi for the angle \phi is missing
	change the text to "with b_\phi and b_\psi are the number of quantization bits of the angles \phi(k,u) and \psi(k,u) respectively and are defined by the Codebook Information field of the EHT MIMO Control field ... "
	REVISED

Change the text of the cited location to “with bϕ and bψ respectively, as defined by the Codebook Information field of the EHT MIMO Control field (see 9.4.1.67a(EHT MIMO Control field))”
Note to the Editor: Text is revised


Abstract


This submission contains proposed comment resolutions to comments on P802.11be D0.3.





6 out of 7 comments under 36.3.16 Beamforming are resolved.
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