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CIDs: 1577, 1956
	CID
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	1577
	355.51
	36.3.22
	for the indication of 320MHz, 320_1, and 320_2 has been defined. But, 320_1 and 320_2 are not applied in 27.3.23.2.
	define the channel number by considering the 320_1 and 320_2
	Rejected. Channel numbering is not related with BW. Definition for center frequency of 320_1 and 320_2 are defined in Annex E as in the CR for CID 1956. 

	1956
	385.18
	Annex E
	Define 320-1 and 320-2
	as in comment
	Accepted
Define the center frequency for 320_1 and 320_2 separately in table 


Proposed Changes:
Instruction to the Editor: Modify texts in the Annex E as follows. 
(The baseline for this text is D0.3)
Insert the following rows and update the “reserved” row appropriately in Table E-4:

Table E-4—Global operating classes

	Operating

class


	Nonglobal

operating

class(es)


	Channel

starting

frequency

(GHz)
	Channel

spacing

(MHz)


	Channel

set


	Channel

center

frequency

index


	Behavior limits set

	137
	
	5.950
	320
	—
	31, 95, 159

	

	138
	
	5.950
	320
	—
	63, 127, 191
	


Abstract


This submission proposes resolutions for the comments from the CC34 on P802.11be D0.3





The following 2 comments under “36.3.22 Channel Numbering”  and Annex E are resolved:


CID 1577, 1956
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