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Abstract
This submission shows 
· Resolutions for comments from TGbe draft 1.0.
· 3 CIDs: 6832, 8096, and 8097
· Baseline document is TGbe draft 1.1.

Revisions:
· Rev 0: Initial version of the document.























	CID
	P.L
	Comment
	Proposed Change
	Resolution

	6832
	388.38
	EHT-MCS 14 and EHT-MCS 15 enable DCM on top of EHT-MCS 0. EHT-MCS 14 and EHT-MCS 15 are supported only with 1SS.
	Better not use 1SS in text, change to 1 stream
	Revised.

Agreed in principle. Same modificaiton is applied to CIDs 6832 and 8096.

To TGbe editor: change 1SS to one spatial stream at P438L39 in 11be draft 1.1. 


	8096
	388.39
	1SS better be 1 spatial stream to improve the text
	as in comment
	Revised.

Agreed in principle. Same modificaiton is applied to CIDs 6832 and 8096.

To TGbe editor: change 1SS to one spatial stream at P438L39 in 11be draft 1.1.


	8097
	388.45
	EHT-SIG-MCS field and EHT-SIG MCS field are mixed in use. It should be consistent. In the Table Table 36-28, the name of the field is EHT-SIG MCS field.
	as in comment
	Revised.

Agreed in principle. However more locations are found as below.

To TGbe editor: change EHT-SIG-MCS field to EHT-SIG MCS field at P438L45, P427L33 and P509L4 in 11be draft 1.1. 



Discussion

At P438L45
[image: ]
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At P427L33
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At P509L4
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36.3.8 EHT modulation and coding schemes (EHT-MCSs)

‘The EHT-MCS is a compact representation of the modulation and coding used in the Data field of the
PPDU. For an EHT MU PPDU. it is carried per user in the User Specific field of the EHT-SIG field. For an
EHT TB PPDU. it is carried in the User Info field of the Trigger frame soliciting the EHT TB PPDU.

Rate dependent parameters for the full set of EHT-MCSs are shown in 36.5 (Parameters for EHT-MCSs)

EHT-MCS 14 and EHT-MCS 15 enable DCM on top of ERT-MCS 0. EHT-MCS 14 and EHT-MCS 15 are
supported only with 1SS.

36.3.9 EHT-SIG modulation and coding schemes (EHT-SIG-MCSs)|

‘The EHT-SIG-MCS is a compact representation of the modulation and coding used in the EHT-SIG field of
the EHT MU PPDU. The EHT-SIG modulation and coding scheme is carried in the EHT-SIG-MCS field of
the U-SIG field in the EHT MU PPDU and supports EHT-MCS 0, EHT-MCS 1, EHT-MCS 3, and EHT-
MCS 15.
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Figure 36-26 (Transmitter block diagram for the EHT-SIG field) shows the transmit process for the
EHT-SIG field of an EHT MU PPDU using one frequency segment. This block diagram is for transmitting
EHT-SIG in one 20 MHz subchannel. Refer to 36.3.12.8.2 (EHT-SIG content channels) for the methods of
transmitting EHT-SIG in 40 MHz. 80 MHz, 160 MHz. and 320 MHz. The DCM tone ‘which is.
(ﬂmdm363137(Om§:|lahmmzmng(#3115)),lsthedmlylfﬁcﬂmthc‘!—
SIG field indicates EHT-SIG-MCS is 3(1355)




