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CID 4970
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	147.17
	9.4.2.295c.4
	Use a capital letter for the field name.
	Change "Supported EHT-MCS and NSS Set field format" to "Supported EHT-MCS And NSS Set field format".
	ACCEPTED



CID 5783
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	150.29
	9.4.2.295c.4
	OM Control subfield contains Tx NSTS field instead of Tx NSS field. In addition, the maximum supported transmit NSS may depend on the value of Tx NSTS Extension field of EHT OM Control subfield as well.
	change

"The maximum supported NSS as indicated by the value of the Tx NSS field of the OM Control subfield sent by a non-AP STA"

to 
"The maximum supported NSS as indicated by the value of the Tx NSTS field of the OM Control subfield if EHT OM Control subfield is not present in the same A-Control field, or the value of the Tx NSTS Extension field of the EHT OM Control subfield together with the value of the Tx NSTS field of the OM Control subfield sent by a non-AP STA"
	Revised
The revision has been reflected in TGbe Draft D1.3 because of CID 5536. No futher changes are needed.


CID 5784
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	150.23
	9.4.2.295c.4
	The maximum supported receive NSS may depend on the value of Rx NSS Extension field of EHT OM Control subfield as well.
	change

"The maximum supported Nss as indicated by the value of the Rx NSS field of the Operating Mode Notification frame if the value of Rx NSS Type is 0 or of the OM Control subfield"

to

"The maximum supported Nss as indicated by the value of the Rx NSS field of the Operating Mode Notification frame if the value of Rx NSS Type is 0, or the value of the Rx NSS field of the OM Control subfield if EHT OM Control subfield is not present in the same A-Control field, or the value of the Rx NSS Extension field of the EHT OM Control subfield together with the value of the Rx NSS field of the OM Control subfield"
	Revised
Agreed in principle.
Instructions to the editor

Please make the changes as shown in 11/21-1933r0
Note to the editor: 
The resolutions for CID 5784 and CID 5785 in 11/21-1933r0 are the same.


CID 5785
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	150.23
	9.4.2.295c.4
	The Operating Mode Notification element can also be used for operating mode notification.
	change

"The maximum supported Nss as indicated by the value of the Rx NSS field of the Operating Mode Notification frame..."

to

"The maximum supported Nss as indicated by the value of the Rx NSS field of the Operating Mode Notification frame or the Operating Mode Notification element..."
	Revised
Agreed in principle.
Instructions to the editor

Please make the changes as shown in 11/21-1933r0
Note to the editor: 

The resolutions for CID 5784 and CID 5785 in 11/21-1933r0 are the same.



Instructions to the editor:
Please make the following changes in Line 1, Page 201 of TGbe Draft D1.3:
The maximum receive Nss for a given EHT-MCS is equal to the smaller of:
— The value of the Rx Max Nss That Supports Specified MCS subfield for the given EHT-MCS

— The maximum supported Nss as indicated by the value of the Rx NSS field of the Operating Mode 

Notification frame or the Operating Mode Notification element if the value of Rx NSS Type is 0, or by the value of the Rx NSS field of the OM Control subfield (#5536) if EHT OM Control subfield is not present in the same A-Control field, or by the value of the Rx NSS Extension field of the EHT OM Control subfield combined with the value of the Rx NSS field of the OM Control subfield
The maximum transmit Nss for a given EHT-MCS is equal to the smaller of:

— The value of the Tx Max Nss That Supports Specified MCS subfield for the given EHT-MCS

— The maximum supported Nss (#5712) as indicated by the value of the (#5536) Tx NSTS field of the
OM Control subfield sent by a non-AP STA (#5536) or by the value of the Tx NSTS Extension field
of the EHT OM Control subfield combined with the value of the Tx NSTS field of the OM Control
subfield sent by a non-AP STA
Similarly, please make the following changes in Line 61, Page 172 of TGbe Draft D1.3:
The maximum receive NSS for a given HE-MCS is equal to the smaller of
— The maximum value of n for which the Max HE-MCS For n SS has a value that indicates support for that 

HE-MCS or
— The maximum supported NSS as indicated by the value of the Rx NSS field of the Operating Mode 

Notification frame or the Operating Mode Notification element if the value of Rx NSS Type is 0, or by the 
value of the Rx NSS field of the OM Control subfield (#5536) if EHT OM Control subfield is not present 
in the same A-Control field, or by the value of the Rx NSS Extension field of the EHT OM Control 
subfield combined with the value of the Rx NSS field of the OM Control subfield.
CID 7053
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	150.18
	9.4.2.295c.4
	Lines 18-30 look more like specification for operation. Not sure they belong in a definition section.
	Consider moving these requirements to a more appropriate section
	Rejected
The description in Lines 18-30 can be regarded as the explanation of the maximum number of spatial streams, which is inherited from 11ax. In order to maintain consistency, it is unnecessary to move the description.


Background:
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‘The maximum receive Nss for a given EHT-MCS is equal to the smaller of:

The value of the Rx Max Nss That Supports Specified MCS subfield for the given EHT-MCS

The maximum supported Nss as indicated by the value of the Rx NSS field of the Operating Mode
Notification frame if the value of Rx NSS Type is 0 or of the OM Control subfield

‘The maximum transmit Nss for a given EHT-MCS is equal to the smaller of:

The value of the Tx Max Ns That Supports Specified MCS subfield for the given EHT-MCS

The maximum supported NSS as indicated by the value of the Tx NSS field of the OM Control sub-
field sent by a non-AP STA




CID 6368
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	147.08
	9.4.2.295c.4
	remove one period from the end of the sentense.

"eral(#1126)) EHT PHY Capabilities Information field.."
	as in comment
	ACCEPTED

Note to the editor: The resolutions for CID 6368 and CID 8172 in 11/21-1933r0 are the same.


CID 8172
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	147.08
	9.4.2.295c.4
	there is an extra dot at the end of the sentence.
	as in comment
	ACCEPTED

Note to the editor: The resolutions for CID 6368 and CID 8172 in 11/21-1933r0 are the same.


CID 7048
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	147.30
	9.4.2.295c.4
	Wrong reference? Should reference to Figure 9-788ew be Figure 9-788ex instead?
	Fix reference
	Revised
Agreed in principle. Reflect the detailed explaintation.
Instructions to the editor

Please make the changes as shown in 11/21-1933r0


Instructions to the editor:
Please make the following changes in Line 11, Page 198 of TGbe Draft D1.3:
The format and encoding of this subfield are defined in Figure 9-1002v (EHT-MCS Map (20 MHz-Only Non-AP STA) subfield and Basic EHT-MCS and NSS Set field format ) and the associated description.
CID 7049
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	147.41
	9.4.2.295c.4
	Wrong reference? Should reference to Figure 9-788ew be Figure 9-788ey instead?
	Fix reference
	Revised
Agreed in principle. Reflect the detailed explaintation.
Instructions to the editor

Please make the changes as shown in 11/21-1933r0



Instructions to the editor:
Please make the following changes in Line 26, Page 198 of TGbe Draft D1.3:
The format and encoding of this subfield are defined in Figure 9-1002w ( EHT-MCS Map (BW ≤ 80 MHz, Except 20 MHz-Only Non-AP STA), EHT-MCS Map (BW = 160 MHz), and EHT-MCS Map (BW = 320 MHz) subfield format) and the associated description.

CID 7050
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	148.06
	9.4.2.295c.4
	Wrong reference? Should reference to Figure 9-788ew be Figure 9-788ey instead?
	Fix reference
	Revised
Agreed in principle. Reflect the detailed explaintation.
Instructions to the editor

Please make the changes as shown in 11/21-1933r0


Instructions to the editor:
Please make the following changes in Line 6, Page 199 of TGbe Draft D1.3:
The format and encoding of this subfield are defined in Figure 9-1002w ( EHT-MCS Map (BW ≤ 80 MHz, Except 20 MHz-Only Non-AP STA), EHT-MCS Map (BW = 160 MHz), and EHT-MCS Map (BW = 320 MHz) subfield format) and the associated description.
CID 7051
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	148.17
	9.4.2.295c.4
	Wrong reference? Should reference to Figure 9-788ew be Figure 9-788ey instead?
	Fix reference
	Revised
Agreed in principle. Reflect the detailed explaintation.
Instructions to the editor

Please make the changes as shown in 11/21-1933r0



Please make the following changes in Line 24, Page 199 of TGbe Draft D1.3:
The format and encoding of this subfield are defined in Figure 9-1002w ( EHT-MCS Map (BW ≤ 80 MHz, Except 20 MHz-Only Non-AP STA), EHT-MCS Map (BW = 160 MHz), and EHT-MCS Map (BW = 320 MHz) subfield format) and the associated description.
CID 7052
	Page.

Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	149.45
	9.4.2.295c.4
	Replace "Not Supported" with "MCS not supported"
	See comment
	Rejected
The ‘Not supported’ means that the Max Nss subfield can’t be set to 0.


Background:
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Table 9-322at—Encoding of the maximum number of Nss for a spe

Maximum number of spatial
Max Nss subfield value streams that supports
the specified MCS set

0 Not supported

1 1

2 2

3 3

4 4

5 5

6 6

7 7

8 8

9 Reserved

10 Reserved

1 Reserved

12 Reserved





Abstract


This submission shows 


resolution for a comment received from TGbe comment collection (based on TGbe Draft D1.0)


the proposed changes based on TGbe Draft D1.3.





The submission provides resolutions to CIDs 4970, 5783, 5784, 5785, 6368, 7048, 7049, 7050, 7051, 7052, 7053, 8172.
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