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Abstract
This submission contains proposed comment resolutions to comments on P802.11be D3.0.
The changes are based on P802.11be D3.0.


This submission provides a resolution to the following CIDs:
· 15714, 17180, 17181
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Revisions:
· Rev 0: Initial version of the document.






CID 15714
	Page.
Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	684.49
	36.2.4
	"dot11EhtDisabledSubchannelBitmap" should be changed to "dot11EHTDisabledSubchannelBitmap"
	As in comment
	Accepted.




CID 17180
	Page.
Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	684.29
	36.2.4
	TXVECTOR and TRIGVECTOR are given in table format, but PHYCONFIG_VECTOR has one paragraph per parameter. This is an inefficient way to describe PHYCONFIG_VECTOR. Presenting in Table form would make it more readable.
	See comment
	Rejected.

Compared with the number of TXVECTOR and TRIGVECTOR parameters, there are only 4 PHYCONFIG_VECTOR parameters. It is unnecessary to present it in Table form.

For HT/VHT/HE PHY, the PHYCONFIG_VECTOR parameters are not presented in Table form.



CID 17181
	Page.
Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	684.27
	36.2.4
	PHY CONFIG_VECTOR in clause header should be one word (PHYCONFIG_VECTOR)
	See comment
	Accepted.




Discussions:
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36.2.4 RHYIGONFIG_VECTOR

The PHYCONFIG_VECTIOR carried in a PHY-CONFIGrequest primitive for an EHT PHY contains an
OPERATING_CHANNEL parameter, which identifies the operating or primary channel. The PHY shall set
dot11CurrentPrimaryChannel to the value of this parameter.




