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Abstract
This submission contains proposed comment resolutions to comments on P802.11be D5.0.
The changes are based on P802.11be D5.0.


This submission provides a resolution to the following CIDs:
· 22179, 22180


Revisions:
· Rev 0: Initial version of the document.






CID 22179
	Page.
Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	661.50
	35.19
	In the phrase "and NSS and EHT-MCS subfields that correspond to a request", NSS refers to the subfield and so should not use subscripts
	Convert the "SS" in "NSS" normal text (non-subscript)
	Accepted.




Discussion:

[image: C:\Users\g00487387\AppData\Roaming\eSpace_Desktop\UserData\g00487387\imagefiles\0874EB50-59AE-4D31-9BC8-4D4D13C05615.png]

[bookmark: _GoBack]CID 22180
	Page.
Line
	Clause Number
	Comment
	Proposed Change
	Resolution

	660.40
	35.19
	In the phrase "Unsolicited MFB subfield equal to 0, an MFB responder computes the EHT-MCS and NSS of the RU…", NSS refers to the value rather than the subfield, and so should use subscripts for "SS"
	Convert the "SS" in "NSS" to subscripts.
	Accepted.




Discussion:
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& A STA may respond immediately to a current request for MFB with a frame containing an MSI field value

51 and Ng§ and EHT-MCS subfields that corresppnd to a request that precedes the current request.
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On receipt of an ELA Control subfield with the MRQ/UL EHT TB PPDU MFB subfield equal to 1 and
Unsolicited MFB subfield equal to 0, an MFB responder computes the EHT-MCS and NSS of the RU or
MRU and bandwidth specified in the MRQ, and these estimates are based on the same RU or MRU of the
PPDU carrying the MRQ. The PPDU carrying MRQ shall include the RU or MRU requested for MFB. The
MFB responder labels the result of this computation with the MSI value from the ELA Controf subfield in
the received frame carrying the MRQ. The MFB responder may include the received MSI value in the MSI
field of the corresponding response frame. In the case of a delayed response, this allows the MFB requester
to associate the MFB with the soliciting MRQ.




